
Installation Instructions

Phoenix Lighting   8711 West Port Avenue   Milwaukee, WI 53224 USA
Phone: +1 414.973.3300   Toll Free: 800.438.1214   Fax: +1 414.973.3210   www.phoenixlighting.com

Product design and specifications are subject to change without notice. 

Cube-Light Lens Kit

N5490004C
12.20.22

! CAUTION

• Shock hazard — ensure power is disconnected prior to opening fixture. Line voltage runs directly to the circuit board.

• All wiring should be done by a licensed electrician in accordance with state codes, local codes and National Electric Code (NEC) standards or International 
Electrotechnical Commission (IEC) standards. 

• Improper installation may result in serious injury and void warranty.

• May contain parts and assemblies susceptible to damage by electrostatic discharge (ESD).

• When using luminaires, basic safety precautions should always be followed to reduce the risk of fire, electric shock and personal injury.

Included in the Cube-Light Lens Kit: lens, o-ring and four (4) M4 x 10 mm screws with washers.

Installation

1. Disconnect power to fixture.

2. Remove the four (4) M4 x 10 mm screws and any washers securing the existing lens to the fixture. Refer to Figure 1. Keep these screws and washers for later 
use. Note: Four (4) spare screws and washers are included in the Cube-Light Lens Kit.

3. Discard existing lens and replace with new lens.

4. Remove o-ring and replace with provided o-ring.

5. Reinstall four (4) M4 x 10 mm screws and washers into the lens. Refer to Figure 2. Torque to 15 inch-pounds.
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