Compact, durable design
- Durable polymer housing
- Flexible arm and hinged bracket
- LED technology for efficiency, maintenance-free operation, and green initiatives

Specifications

**Construction**
- Polycarbonate polymer housing

**Hardware**
- Zinc plated steel

**Arm**
- Flexible tubing includes a coiled spring

**Light source**
- Conformal coated LED board components
- 10W, 942 lumens
- CCT 5000K
- 50,000 hour rated life

**Power source**
- On/off 125V 15A rocker switch
- Three-prong plug (NEMA 5-15)

**Surge protection**
- 4 kV

**Ambient operating temperature**
- 5°C to +25°C

**Mounting**
- 3x5 inch zinc plated steel bracket

**Weight**
- Packaged: 12.0 lb (5.4 kg)

**Warranty**
- 1 year

Ordering Information

Example: DLP-FLEX-LED

<table>
<thead>
<tr>
<th>Fixture</th>
<th>Type</th>
<th>Lamp</th>
</tr>
</thead>
<tbody>
<tr>
<td>DLP</td>
<td>FLEX</td>
<td>LED</td>
</tr>
</tbody>
</table>

Special Projects: We may be able to accommodate your special projects, so please don’t hesitate to ask about additional options. Minimum order quantities and/or extended lead times will apply. Contact your Phoenix representative with specific inquiries.

Product design and specifications are subject to change without notice. The most current version of this specification sheet can be found on our website: www.phoenixlighting.com.